RANGE 127

LOCATION     60388409

	
	
	

	TYPE
	
	LAV Sub Caliber Gunnery Range

	
	
	

	ALLOWABLE WEAPONS
	
	LAV sub caliber 5.56 attachment only, lasers

	
	
	

	RANGE FAN LIMITS**
	
	Left -   from grid 6038 8411 at 038 degrees mag

Right - from grid 6040 8408 at 038 degrees mag

	
	
	

	BOUNDARIES**
	
	N/A

	
	
	

	MINIMUM RANGE**
	
	10 meters

	
	
	

	MAXIMUM RANGE**
	
	60 meters

	
	
	

	IMPACT AREA**
	
	R-127 Impact Area

	
	
	

	ENVIRONMENTAL
	
	There is California Gnatcatcher habitat nearby.  The gnatcatcher habitat is severely damaged by fire; therefore, extreme caution shall be used with open flame, heating elements, cigarettes, and pyrotechnics.  Keep troops and vehicles out of the gnatcatcher habitat (brush areas).  Do not clear vegetation without prior approval from the Assistant Chief of Staff, Environmental Security.

	
	
	

	RANGE FACILITIES
	
	Five (5) LAV firing points, port-a-johns

	
	
	

	TROOP PENETRATION LIMIT FROM FIRING LINE**
	
	Not beyond impact berm

	
	
	

	ASSIGNED TO
	
	CG, MCB

	
	
	

	TELEPHONE
	
	None

	
	
	

	
	
	**RANGE REGS POSTED**

**AT THE RANGE**

**SUPERCEDE THIS MANUAL**



	SPECIAL INSTRUCTIONS
	
	1.  Personnel shall ensure all rounds impact in the designated impact area.

2.  The RSO shall ensure both range flags at grids 6055 8387 and 

6037 8411 are raised during firing.

3.  Constant communication shall be maintained between the RSO and 

the vehicle firing line.


	
	
	4.  Range guards shall be posted at the junction of Reaper Road and the trail to R-127 (grid 6056 8398).

5.  Units using tactical communication equipment should be prepared to establish communication links with LONGRIFLE via retrans/RC292/OE-254.

6.  The only weapon to be fired on this range is the M-16A2 rifle mounted in the LAV SUB CALIBER ATTACHMENT to simulate main gun firing.

7.  R-127 conflicts with the Oscar Two Training Area. 

8.  Refer to chapter 8 of this Manual for all laser operations

9.  Ensure all weapons are cleared and inspected prior to departing the firing line.

10.  All weapon malfunctions shall be corrected per the appropriate TM/FM, and unit SOP.

11.  Helicopters may over fly the area at 1,000’ AGL and above.


